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CONCEPTUAL DESIGN:

DRAWN:

ENGINEERING REVIEW BY:

PROTOTYPE FAB APPROVED BY:

RELEASE FOR PRODUCTION BY:

3/3/2012

VPT-21HD-MIL

1 

1.1

1  OF 2 

VPT-21HD-MIL INSTALL DWG

TOLERANCES:

X±.1 .XX±.01 .XXX±.001 .XXXX±.0005

XX°±1° XX.X°±1.5° XX.XX°±1.008°

VIEWPOINT SYSTEMS, LLC

4400 BAYOU BLVD UNIT 16D

PENSACOLA, FL

PHONE:  (850) 450-0681

19.96

11.95

18.9

10.6

89° VIEWING

ANGLE

89° VIEWING

ANGLE

89° VIEWING

ANGLE

89° VIEWING

ANGLE

BOTTOM VIEW

FRONT VIEW

SIDE VIEW

1.17

ANODIZE BLACK

WITH "BRIGHT DIP"

PER MIL-8625F

TYPE II CLASS II

DISPLAY SPECIFICATIONS  

1920 x 1080 HD Resolution

900 Nits - Note:  EMI Glass and/or Touchscreen will Degrade this Figure

89/89/89/89 Viewing Angle

5000:1 Contrast Ratio

Weight: 13.4 Lbs.

Power: < 55 Watts 

 

Allow adequate clearance around rear vent

to faciliate display cooling.

2.48

1.32

.78

7.09

ILLUMINATED USER CONTROLS

WITH TACTILE FEEDBACK

10.5

5.8

.7

3/5/12

5/7/12

7/10/12

VPT-21HD-MIL-0001

Becker

Prochaska

Conkle

Conkle

1.1

N/A

CHANGED FROM 8-32 TO 6-32 MOUNTING HOLES
7/1/16

EP

CHANGED REAR ENCLOSURE FINISH

1.1
N/A

7/1/16

7/1/16

ADDED VENT TO BACKPLATE
1.1

N/A

EP

EP
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CONFIDENTIAL / PROPRIETARY

DO NOT DISTRIBUTE
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REVISION HISTORY

ZONE REV DESCRIPTION
DATE

APPROVED

CONCEPTUAL DESIGN:

DRAWN:

ENGINEERING REVIEW BY:

PROTOTYPE FAB APPROVED BY:

RELEASE FOR PRODUCTION BY:

3/3/2012

VPT-21HD-MIL

2 

1.1

2  OF 2 

VPT-21HD-MIL INSTALL DWG

TOLERANCES:

X±.1 .XX±.01 .XXX±.001 .XXXX±.0005

XX°±1° XX.X°±1.5° XX.XX°±1.008°

VIEWPOINT SYSTEMS, LLC

4400 BAYOU BLVD UNIT 16D

PENSACOLA, FL

PHONE:  (850) 450-0681

 MFG:  ViewPoint Systems, LLC

 Model:  VPT-21HD-MIL

 Ship Date:  2/4/12

 Serial #:  156

 MFG:  ViewPoint Systems, LLC

 Model:  VPT-21HD-MIL

 Ship Date:  2/4/12

 Serial #:  156

 MFG:  ViewPoint Systems, LLC

 Model:  VPT-21HD-MIL

 Ship Date:  2/4/12

 Serial #:  156

9.98

16.36 TYP

3.33

TYP

8.63

TYP

6-32 UNC - 2B  .500

MOUNTING HOLES (9 PL)

AMPHENOL

PT07A-10-6P

PIN A = +28V

PIN D = GND

TOUCHSCREEN I/O (OPTIONAL)

AMPHENOL PT07C106S

USB TOUCHSCREEN I/O

PIN A = VCC = RED

PIN B = D- = WHITE

PIN C = D+ = GREEN

PIN D = GND = BLACK

PIN E = SHIELD WIRE (OPTIONAL)

HD-SDI INPUTS & OUTPUTS

BNC CONNECTORS

J1 = HD-SDI #1 INPUT

J2 = HD-SDI #1 OUTPUT

J3 = HD-SDI #2 INPUT

J4 = HD-SDI #2 OUTPUT 

STANDARD

DVI-D VIDEO

INPUT (FEMALE)

STANDARD

VGA INPUT

3 ROW HD-15 D-SUB

(FEMALE)

MANUFACTURING LABEL

POWDERCOAT BLACK

PER MIL-PRF-22750

3.60

TYP

15.10

7.09

2.430

2.43

2.432.43

4/30/2012

6/21/2012

7/8/2012

BB

CR

CR

DC

VPT21HDMILICD

.10

.10

.102

COMPOSITE

VIDEO INPUT

NTSC / PAL / SECAM

BNC CONNECTOR

COOLING VENT.  DO NOT BLOCK.
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